
Sistema de Pant/Tilt/Zoom Anti-Explosão Aço Inox 316L ou 304 

Os Sistemas Pan Tilt Zoom Anti-Explosão da  

EagleEyes são desenvolvidos e produzidos  

em aço inox 316L ou 304 de acordo com o  

padrão Internacional anti-explosão Exd II CT6.  

Este tipo de Sistema PTZ de aço inox pode ser  

utilizado em ambientes que contenham gases  

explosivos, tais como: Mathano, hydrogenio,  

óleo, gasolina, etc; e também em ambientes 

corrosivos tais como: Ácidos, gases químicos,  

e salitro (Plataformas off-shore, beira-mar, etc)  

Os modelos de PTZ em aço inox anti-explosão 

possuem câmera zoom integrada de 36X, 35X  

ou 23X de zoom; e possui grau de proteção IP68.  

Limpador frontal, bomba dágua e suportes de  

parede, sobrepor ou teto opcionais. 

  

 
 

Av. Rep¼blica Argentina, 50 Å 15°  andar   
Curitiba PR 80240 -210  
Tel: (041) 3342 1600 Å Fax: (041) 3244 2200 
vendas@eaglevision.com.br Å www.eaglevision.com.br   



Sistema de Pant/Tilt/Zoom Anti-Explosão Aço Inox 316L ou 304 

Av. Rep¼blica Argentina, 50 Å 15°  andar   
Curitiba PR 80240 -210  
Tel: (041) 3342 1600 Å Fax: (041) 3244 2200 
vendas@eaglevision.com.br Å www.eaglevision.com.br   

Funções Principais 

Å Certificação Anti-Explosão: ExdIICT6/DIP A20 TA, T6 

Å Aplicavel em areas: Zona 0, 1 e 2 e ambientes com risco de ignição 

Å Possui modulo zoom 23X, 35X ou  36X. 

Å Construido em aço inox 316L (Aço 316 ou 304 opcional) 

Å Configuração integrada e decodificador multifunctional  

Å Exterior eletro-polished e tratamento anti-corrosão nas partes internas 

Å Fabricação e desenho em bases GB3836-2000 e GB12476.1-2000 

Å Proteção contra interperes padrão IP68 

Å Velocidade de pan 45̄ /s, e tilt de 40̄ /s 

Å Caixa de proteção e pant/tilt compactos 

Å Opcionais: Limpador, aquecedor/ventilador e bomba dágua  

Bomba Dôagua com Reservat·rio (Opcional) 
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NTSC PAL NTSC NTSC

~380K ~440K ~380K ~380K

0.02Lux/1/4sec 0.02Lux/1/3sec

0.004Lux (DSS On)0.004Lux (DSS On)

1/1 to 1/10000sec 1/1 to 1/10000sec 1/3 to 1/10000sec 1/3 to 1/10000sec

Signal system PAL PAL

Model number Zoom Module (23X Day/Night) Zoom Module (35X Day/Night) Zoom Module (36X Day/Night)

Picture elements ~440K ~440K

Horizontal resolution 520TVL 540TVL 540TVL

Optical Zoom 23X 35X 36X

Image sensor 1/4 type IT CCD (EX view HAD) 1/4 type EXview HAD CCD 1/4 type EXview HAD CCD

Lens F=3.6mm~82.8mm, F=1.4~3.0 f=3.5mm~120mm, F=1.6~3.8 f=3.4mm~122.4mm  F=1.6~4.5

Digital Zoom 10X 10X 12X

synchronization Internal/External(V-lock) Internal/External(V-lock) Internal/External(V-lock)

Angle of view 58.2°(W) to 2.1° (T) 54.2°(W) to 2.2° (T) 57.8°(W) to 1.7° (T)

0.02Lux/1/4sec

0.003Lux (DSS On)

0.02Lux/1/4sec

0.003L(DSS On)

Min. illuminationColor B/W 0.02Lux/1/4sec

0.003Lux (DSS On)

BLC ON/OFF ON/OFF ON/OFF

0.02Lux/1/4sec

0.003L(DSS On)

S/N Ratio >50dB >52dB >52dB

Auto/Manual Auto/Manual

Shutter speed 1/4 to 1/10000sec 1/4 to 1/10000sec

Wide Dynamic Range (WDR)Yes Yes Yes

Digital Image Stabilizer (DIS)No Yes Yes

Gain Ctrl Auto/Manual Auto/Manual Auto/Manual

White balance Auto/Manual

Focus Ctrl Auto/Manual Auto/Manual Auto/Manual

Iris Ctrl Auto/Manual Auto/Manual Auto/Manual

Technical Specification Integrated Zoom module 

CERTIFICATE ISO9001 CERTIFICATE EXPLOSION PROOF 

Certificates Explosion-Proof 

Ordering and Model Information 

 

1. PTZ Series EagleEyes 

2. Type of stainless steel (4=304 or 6=316L) 

3. S = No wiper); W = With Wiper 

4. Camera module built-in (30X, 35X or 36X) 

5. EX = Explosion proof; SS = Non explosion proof 
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Technical Specification Integrated PTZ 

Without wiper With Wiper

Manufacturers Standard

Configuration Mode

Ex-proof mark

IP

Operating environment

Operating temperature 

Cable entries

Material

Pan range (°)

Pan rotate speed(°/s)

Tilt range (°)

Tilt rotate speed (°/s)

Electric motor

Transmission structure

Weight (kg) 13 16

Mode

Controlling Device

Communication Interface

Communication Distance

Communication Protocol

Baud Rate

Preset Points

Voltage (V)

Current (A)

Pump/tank washer system

Sunshield Included Included

Wiper Optional Included

Fan/Heater

Preset Positioning

Camera Module

Cable Requirement
Power supply: 2X1.0 mm

2
̂24V DC̃/ 2X0.75 mm

2
̂220V AC̃ 

Communication: Shield 2X0.3 mm
2 
 Video: 75ɋ

Power

Others

Models

Optional

Included

80 pre-sets

23X and 35X (Hitachi) or 36X (Sony)

80

Mechanical 

Features

Built-in Decoder

24VDC/90~220V AC

RS-485 semiduplex

1200m

PELCO-D/P (other protocols replaced according to customer’s demands)

1200 2400 4800 9600 19200

All-gear structure with lubricated and corrosion-proof treated inner parts

Full-functional Mode

AVR singlechip with RSIC kernel

2/0.5

Fixed (6°-20°) / 4°-20° adjustable / 0.1°~40° adjustable

±90°

Fixed (6°-20°) / 4°-20° adjustable / 0.1°~40° adjustable

The permanent magnetism electrical motors of high torque matches the 

planetary gear reducer of high precision

2 X G1/2ò Diameter inner hole ʬ12

Certification 

Parameter

316L stainless steel (304 or 316 optional)

360°

GB3836-2000, GB12476.1-2000

Integrated configuration without external connection; fixed cable entries

ExdII CT6 / DIP A20 TA, T6

IP68

Below IIC gas group (hydrogen, acetylene, ethene, cooking-oven gas, methyl 

ether, oil, gasoline), saline enviroment and flammable dust

(-)25~(+)60 (ϴ)

EagleEyes Options Explosion-Proof CCTV Equipment Stainless Steel 316L 

EE-H316X-EX-SS                      EE-H316W-EX-SS                   EE-RC316-EX-SS                                        EE -PT316-EX-SS 


