
Caixa de Proteção Refrigerada – Aço Inox 316L ou 304 

• Refrigeração com água para ambientes de 250°C até 350°C (Tmax)  

• Cortina de ar-comprimido frontal mantém o visor sempre limpo 

• Construido com parede dupla de aço inox 316L ou 304  

• Possui kit interno para montagem de câmera de CFTV 

• Proteção de interpéres certificada IP68 

• 2 saídas de cabos na parte trazeira  

• Vidro frontal temperado com 8mm de expessura (IR opcional) 

• Vidro frontal temperado suporta choque térmico de até 350°C 

• Vidro frontal de Silica (Vicor) suporta choque térmico de até 850°C 

• Vidro frontal de Germanium Crystal, possibilita passagem de luz 

infra-vermelho e suporta choque térmico de até 1200°C 

• 2 conexões para circulação de água. 
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Suporte Aço Inox Opcional 

EE-SP316/304-SS 

A Caixa de proteção EagleEyes EE-HLC316/304 é construída 

com parede dupla de aço inox (316L ou 304), possibilitando a 

circulação de água no interior da caixa, para manter o 

funcionamento normal da câmera e lente de CFTV em 

ambientes com temperatura de 250°C até 350°C. Possui ainda 

cortina frontal de ar-comprimido para manter o vidro limpo, 

evitando que o excesso de poeira se acumule no visor da caixa, 

e mantendo a visão da câmera sem obstruções. Possui ótima 

perfomance contra corrosão e interpéres, pois é fabricada em 

aço inox 316L ou 304 e possui certificação e proteção IP68, 

mantendo a câmera interna sempre protegida de gases 

corrosivos ou excesso de poeira que existam no ambiente.  
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EagleEyes Explosion-Proof CCTV Equipment Stainless Steel 316L/304 

EE-HX316/304-EX-SS                                EE-RC316/304-EX-SS                                            EE-PT316/304-EX-SS                                    EE-PTZ316/304-EX-SS 

TECHNICAL SPECIFICATIONS 

EE-HLC316S-X (Short 316L SS)    

EE-HLC304S-X (Short 304 SS)

EE-HLC316L-X (Long 316L SS)    

EE-HLC304L-X (Long 304 SS)

Manufacturers Standard

Configuration Mode

Basic Parameter IP rating

Cable entries

Water inlet / outlet G1 / 4” G1 / 2”

Dust removal interface

Material

Mechanical Sight glass dimension (mm)

Optional Glass

Optional Glass

Features Dimensions (L×W×H) mm 300×134×151 420×105×182

Inside dimensions (mm) ф100×280 ф140×320

Weight (kg) 4 8

Operating environment

Operating temperature (℃) 100℃~250℃ 100℃~350℃

Max. frontal shock wave (℃)

Relative Humidity

Operational 

Requirement

Atmosphere pressure (Kpa)

Dust concentration (mg / m3)

Inlet water temperature (℃)

Flow (L/s)

Inlet hydraulic pressure (Mpa)

Air-compression pressure (Mpa)

Flow of air (L/s)

Voltage (V)

Current (A)

Built-in power supply module

Others
Cable requirement

ф8 (Germanium Crystal / IR through) EE-HCL-316/304-X5

ф8 (Silica Glass) EE-HCL-316/304-X4

Dual-layer stainless steel

IP68

2 water-proof calbe entries , inner hole Dia.ф10

G1 / 4”

Stainless Steel 316L or 304

86~106

≤200 ( take cement dust as standard)

≤35

0.3~0.6

Optional

Applicable to high-temperature, dust and heated splashing material                   

(slag, liquid iron etc.)

≤80% ̂40℃̃

450℃ (Special glass) / 850℃ (Silica Glass) / 1200℃ (Germanium)

High-temperature-proof cable, shield (function: power supply 2×1.0 mm2 

signal 2×0.75 mm2, video75Ω

Enterprise Standard

MODELS

0.1

0.1~0.4

0.3~0.6

Power Supply

24V DC/220V AC

2/0.5

ф8 (Special glass) EE-HLC316/304-X1


